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FORMA € FUNZIONE "

STRIP 6W/m

LED 24v

m Striscia LED adesiva - Pre-confezionata, completa di connettori rapidi presaldati
collegabile in serie. Si consiglia I'applicazione su materiali ad alta conduzione termica
(es. alluminio).

W Adhesive LED STRIP - Ready-made and complete with rapid connectors series
connection possible. Application on high heat conductivity (ex.aluminium) materials is
recommended.

ﬁ\ Selbsklebendes LED-Band - Gebrauchsfertig inkl. Verbindungssteckern in Reihe

schaltbar. Anwendung mit waermeleitfaehigen Werkstoffen (z.B. Aluminium) wird | : ﬁﬁ T Z B
empfohlen. . ==
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Cavo per connessione singola
Single connection cable
Einzelverbindungskabel

Prolunga

Extension cable / Verldngerungskabel

L 3200 K 4200 K
Codice - Part no. - Artikel- EEC Codice - Part no. - Artikel- EEC
Nr. Nr.
100 A A

0,60W 1L5E0100C 1L5E0100N

LUX

STRIP 6W/m 1000mm 2500
300 1,80W 1L5E0300C A 1L5E0300N A LEzavew 1200
130°
400 2,40W 1L5E0400C A 1L5E0400N A o 700
500 3,00W 1L5E05000 A 1L5E0500N A & o “600 750
600 3,60W 1L5E0600C A 1L5E0600N A 500 33200 g?g
700 4,20W 1L5E0700C A 1L5EQ700N A ‘
170
800 4,80W 1L5E0800C A 1L5E0800N A = “4‘800 170
900 5,40W 1L5E0900C A 1L5E0900N A - 26400 Hg
1000 6,00W 1L5E1000C A 1L5E1000N A
Dimensioni in millimetri (mm) / Dimensions in Millimiters (mm) / Dimensionen in Millimetern (mm) Connettore
Alimentatore non incluso / Driver not included / LED-Konverter nicht inbegriffen Connector / Verbindungsstecker >

PRO COLLECTION

PRO-STRIP 24V-6Wm_01
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